
Notice d’installation

Spot rail 10W/12W/35W - ip20 - 4000K
Réf. : SPOTI1N - SPOTI2N - SPOTI4N

SPOTI1B - SPOTI2B - SPOTI4B

Service qualité - + 33 (0)5 65 70 49 79 - www.visioled.com

Merci de lire la notice avant de procéder à l’installation.

1.  Ne pas transformer l’appareil d’origine ou ajouter des accessoires non conçus pour ce 
luminaire

2.  Seul un électricien qualifié est habilité à réaliser le montage et le câblage du luminaire.

3. Couper l’alimentation avant toute installation ou montage du luminaire.

4.  En cas de panne, ne pas démanteler l’appareil. Contacter notre service après vente.

5.  Si le câble d’alimentation est endommagé, retourner l’appareil dans nos ateliers pour 
procéder à son remplacement.
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préCautioNS

SChéMa dE CâblagE du rail

When installing or using this track system, basic safety precautions should always be followed, including 
the following: 
1. Read all instructions 
2. Do not cut any track sections. 
3. For Indoor use only. Do not install this track in damp or wet locations. 
4. Do not install any part of a track system less than 5 feet above the floor. 
5. Do not install any luminaire assembly closer than 6 inches from any curtain, or similar combustible material. 
6. Turn off power before installation or before doing any maintenance work. 
7. Do not exceed the nominal supply voltage or amperage ratings. 
8. Do not attempt to energize anything other than lighting track luminaires on the track. To reduce the risk 
    of fire and electric shock, do not attempt to connect power tools, extension cords, appliances, and the
    like to the track. 
9. Do not connect a track to more than one branch circuit unless the track is constructed so that it can be 
    used with more than one branch circuit. Check with a qualified electrician. Although the track lighting
    system may seem to operate acceptably, a dangerous overload of the neutral may occur and result in a 
    risk of fire. 
10. Wear rubber soled shoes and work on a sturdy wooded or non-conductive ladder. 
11. Product must be mounted in location and at height in a manner consistent with its intended use, and
      in compliance with National Electrical Code and local building codes. 
12. Dimmable version could be compatible with a wide range of recommended TRIAC dimmers. 

IMPORTANT SAFETY INSTRUCTIONS Installation Procedure

Track installation: CEILING MOUNTED

Wiring Diagram Of Track

3-wires, 1-circuit 

ON/OFF

4-wires, 3-circuit 

Circuit optional dial

Select Adaptor Before You Buy The Track Light

Mark hole
fixing centres Drill holes Fix in position

Insert rawl
plug into hole

1.Switch off before installation.
2.Switch on only after complete installation and examination of the circuit.
3.Professional electrician for installation and maintenance only.

WARNING

Turn Off
Power Supply

Step 1
Turn Off power supply before starting any installation. Read instructions & check you have all the tools & 
accessories to complete the installation correctly.

Step 2
Prior to locating Adaptor into 
Track Section make sure it 
is set in the 'OFF' position & 
'Locking Lever' is set in the 
position shown.

2-wires, 3-wires adaptor 4-wires adaptor

Step 3
Locate Track Adaptor into 
Track Section (1) & lock into 
position by turning 'Locking 
Lever' 90°(2)

Track Section

Track Adaptor shown 
locked into Track Section

2-wires, 3-wires
control luminaires in same 
circuit by ON/OFF switch.

4-wires
Turn clockwise or 
anti-clockwise.

2-wires, 1-circuit 

1-phase, 1-circuit, 230V AC, 16A, 3.7kVA

4-wires, 3-circuit 

1-phase, 3-circuit, 
230V AC, 
16A, 3.7kVA

3-phase, 3-circuit, 
230/400V AC, 
16A, 3x3.7kVA

3-phase, 3-circuit, 
230/400V AC, 
16A, 11.1kVA

3-wires, 1-circuit 

1-phase, 1-circuit, 230V AC, 16A, 3.7kVA

Below connector of track available, 
please contact with sales.

I connector L connector T connector X connector

Note: Do not install in the place near heat 
source, or in corrosive gas environment.

3 fils, 1 circuit :



Au terme de sa durée de vie, ce produit ne doit pas être éliminé avec les ordures ménagères mais doit être remis à un point de 
collecte destiné au recyclage des appareils électriques et électroniques. Contactez le distributeur ou le revendeur de ce produit, 
ou adressez vous auprès de votre municipalité pour collecter les informations sur le centre de recyclage le plus proche de votre 
domicile. VISIOLed est adhérente à l’organisme de recyclage «Recyclum» pour le traitement des appareils usagers.
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iNStallatioN

Installation

Étape n°1 : le bornier de raccordement

Étape n°2 : réglage molette 
pour spot

il y a 2 types de borniers de raccordement 
pour les rails, droit et gauche. ils ne sont 
pas symétriques. dans votre kit, il y aura 
l’un ou l’autre ou les 2 types.

le spot est muni d’une molette pour 
sélectionner le circuit 1, 2, 3 ou le 
mettre sur «off». 
il faut que la molette soit sur «off» 
pour actionner le levier afin de 
verrouiller ou déverrouiller le spot 
dans son rail. le spot ne fonctionne 
qu’en position «verrouillé», le levier 
étant aligné avec le sabot.

Important : Respectez obligatoirement 
l’indication «N» pour raccorder à ce 
point le Neutre électrique

grâce au système intelligent de rail Visioled 
avec détrompeur : les spots ne peuvent être 
insérés que dans le bon sens.

Système de rail


